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VP submersible vortex pump

FHi% Application

o Rkt THIMIRE, TREHKIRE.
o TAREFTIZMH T

o TR B W H Ko

o ARREFAK, JSAKHEIR.

e The base of building drainage equipment and
sewer drainage works.

o Civil and architectural engineering construction.

e Farm irrigation and pasturage drainage.

® Cabin ponding and waste water drainage.
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1 BF Handle ABS
2 FAY Cable

3 HIRIPER Heat-protector

4 ORE Motor cover FC200
5 DRETHE Motor cover gasket NBR
6 7R EE Shaft block FC200
7 HhiE Bearing

8 BT Stator

9 H®r Rotor

10 E Shaft SUS420J2
11 & Bearing

12 AR £ Mechanical seal SiC-SiC
13 A Oil cover FC200
14 -8 Impeller FC200
15 Rk Pump casing FC200
16 DR Motor casing SUS304
17 R Bracket FC200
18 EEDES) Framework oil seal

19 OZflp O-ring

20 (OF:1]:) O-ring

21 TTEEZ Bullion flange FC200
22 EZHE Flange gasket NBR

) o

4% 5 Features

o REEIR. TELE. THEE.
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= ERRAERE: 0~40°C,
= PUMEE: IJUREYHZS, R,
» B REXBRNEN, FREZIHRFEIPCSHHFE
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= | ow wear, no wound and no clog.
= The product is conneted with inner bolt bar, it has good

appearance.

= The application of liquid temperature: 0~40°C.

= Double mechanical seal, the material of shaft seal is SiC.
= Squirrel-cage, induction motors are F class insulation,
motor protection grade is IP68.
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GREEN SAFE DEVELOPMENT = VP

#1575 BB Type description

VP 5 04 -50
\— HO0&E OUTLET DIAMETER(mm)

BERN S RATED POWER(kW)
moo K 5:50Hz

STUKTORIRZE  SUBMERSIBLE VORTEX PUMP

MEEEHZ Performance curves
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MEBES KL Performance parameters
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Type

VP50.4-50 50 2 8 100 6 15
VP50.75-50 0.75 1 3 2 50 50 2 10 167 10 18
VP51.5-50 1.5 2 3 2 50 50 2 10 400 24 28
VP52.2-50 22 3 3 2 50 50 2 11 500 30 30
VP53.7-80 37 55 3 2 50 80 3 15 583 35 49
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VP : GREEN SAFE DEVELOPMENT

T ERIMNE R 23R~ Installation dimensions(without autosetter)
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VP50.4-50 115 2-@10
VP50.75-50 114 322 431 149 115 90 222 2-@10
VP51.5-50 169 407 558 204 242 125 4235 4-019
VP52.2-50 169 432 583 204 242 125 4235 4-019
VP53.7-80 222 509 684 225 267.5 160 474 4-019
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VP50.4-50 4775 | 130 144 105 4-015
VP50.75-50 | 140 135 25 120 150 59 310 | 381 110 | 180 2.5 16 (4775 | 130 [2105| 72 149 105 4-@15
VP515-50 | 275 | 120 | 40 110 | 150 | 65 310 | 568 | 110 | 180 | 55 16 | 557 | 125 | 256 | 99 | 204 | 125 4-219

VP52.2-50 275 | 120 40 110 | 150 65 310 [ 593 [ 110 | 180 | 55 16 557 | 125 | 256 99 204 | 125 4-319
VP53.7-80 295 | 130 40 180 | 220 65 340 | 617 | 180 | 240 54 20 649 | 156 | 281 106 | 225 | 160 4-019
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